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India’s Largest Entrance Automation & Loading Bay Equipment Company 


Cronax - India’s Largest Entrance Automation & Loading Bay 
Equipment Manufacturer 


ABOUT US 


Trusted By WORLDWIDE 
10+ 12000+ 18LAKH+ 200+ 
Years Of Top Leading Installation & Products 
Experience Brands Counting Model 


Life Time Customer ISO Certified Made- Pan India Free Customized 
Support in-India Products Delivery/Installation Configuration 


Welcome to Cronax Industries! your trusted partner in Entrance 
Automation, Cleanroom and Hygiene solutions. With a commitment to 
excellence and innovation, we have established ourselves as the premier 
manufacturer of cleanroom equipment in India. At Cronax Industries, we 
believe in delivering cutting-edge solutions that redefine hygiene 
standards and promote safety across various industries. 


Founded in 2013, Cronax Industries has been at the forefront of 
revolutionizing entrance automation & cleanroom technology in India. 
Our journey began with a vision to provide high-quality, reliable, and 
sustainable cleanroom & hygiene solutions tailored to meet the evolving 
needs of our clients. Over the years, we have garnered a reputation for 
excellence, driven by our passion for innovation and dedication to 
customer satisfaction. 
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HIGH SPEED - FLEXI ROLL UP DOORS 


TECHNICAL 
SPECIFICATION 


PRODUCT 

WIDTH MIN - MAX 
HEIGHT MIN - MAX 
OPENING DIRECTION 
OPENING/CLOSING 
SPEED 


DOOR CURTAIN 


CURTAIN COLOR 


CONTROL TYPE 


DESCRIPTION 


HIGH SPEED DOORS - ROLL UP 

1000/6000mm 

1000/6000mm (Custom. configuration Available) 
VERTICAL 

0.8 m/sec to 1.5m/sec with VFD 


Our PVC fabric is sourced from Europe and is fe is He aly meeting 
European standards for safety. It adheres to the (DIN) EN 12641-2 standard, 
ensuring quality and reliability. 


European PVC fabric complies with ENI2641-2 regulations and offers the 
following features: 


1. High tensile and tear strength 

2. Resistance to mold and pests 

3. UV resistance and weatherproofing 

4. Excellent insulation properties 

5. Temperature resistance and easy maintenance 

6. Choose from fabric thickness options of SOOGSM and 1700GSM to suit your 
specific needs. 


Standard color options include RAL 5002 (Blue), RAL 3002 (Red), RAL 7042 
(Grey), RAL 2004 (Orange), RAL 5012 (Light Blue), and RAL 1021 (Yellow). 
Custom color options are available upon request. 


Our advanced control system seamlessly integrates all safety and 
operational accessories, ensuring a user-friendly interface. 


1. End position adjustments are effortlessly managed with three distinct limit 
switches. 


2. The control panel features a Variable Frequency Converter, enabling 
speed adjustment, self-lock functions, and door operation counters. 


Cronax - India’s Largest Entrance Automation & Loading Bay Equipment Manufacturer 


Modular section inserted at specific intervals as per opening dimensions. 


STIFFENERS 

The shaft assembly extends up to 4 meters, transitioning to a Mild Steel (MS) 
ROLLER SHAFT shaft assembly beyond this height. 
HOOD COVER Constructed from galvanized iron (G.I.) sheet and coated with an off-white 


powder finish. 


The structure features self-supporting aluminum detachable profile 
SIDE GUIDES sections, coated in an off-white powder finish. Additionally, box-type guides 
are available with optional wind hooks to withstand higher wind velocities. 
BOTTOM PROFILE 
Aluminum profile with an off-white powder-coated finish. 


Introducing our European-des tt compact plug-in actuator: equipped 


DRIVE UNIT with built-in safety catch and thermal protection, ensuring safe operation. 
Available in both single phase and three phase options for your 

EMERGENCY convenience. 

OPERATION 


Manual hand crank available. 

OPERATION SWITCH 
Single push button located at motor mounting side. Door interlocking 
between doors optional. 


OPERATIONAL ACCESSORIES: 


Remote Control with receiver | Microwave Radar | Magnetic Loop Detector | 
Pull Cord Switch | Key Switch | Additional Push Button 


SAFETY ACCESSORIES: 


Safety Photocell | Light Grill sensor | Optical wired/wireless safety edge 
ACCESSORIES sensor 


INDICATIVE ACCESSORIES: 
Flashing Light | Flashing light with alarm 
MECHANICAL ACCESSORIES: 


Motor Cover | Fixed Bollards 


CERTIFICATION CE, EN standard complies to EN 13241-1 


Development & Facibtation Office 
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ANTI CRASH / SELF REPAIRING DOORS 


TECHNICAL 
SPECIFICATION 


PRODUCT 

WIDTH MIN - MAX 
HEIGHT MIN - MAX 
OPENING DIRECTION 
MOUNTING 
LOCATION 
OPENING/CLOSING 
SPEED 


DOOR CURTAIN 


CURTAIN COLOR 


CONTROL TYPE 


DESCRIPTION 


ANTI] CRASH DOOR - ROLL UP 

1000/3500mm 

1000/3500mm (Custom. configuration Available) 
VERTICAL 

INSIDE 

0.8 m/sec to 1.5m/sec with VFD 


Discover our Self-Extinguishing PVC Fabric, sourced from Europe and 
engineered to meet stringent standards. 


Our fabric adheres to EN 12641-2 (DIN), ensuring exceptional quality and 
reliability. With high tensile and tear strength, our PV fabric provides 
durability and resilience, while its mold and pest repellent properties 
maintain hygiene and cleanliness. 

UV resistance and weatherproofing ensure long-lasting Stolle in 
outdoor environments, while outstanding isolating capabilities contribute to 
energy efficiency. 

Temperature resistant and easy to clean, our fabric comes in thickness 
options of SOO0GSM and 1700GSM, catering to various application needs. 


Standard color options include RAL 5002 (Blue), RAL 3002 (Red), RAL 7042 
(Grey), RAL 2004 (Orange), RAL 5012 (Light Blue), and RAL 1021 (Yellow). 
Custom color options are available upon request. 


Our advanced control system seamlessly integrates all safety and 
operational accessories, ensuring a user-friendly interface. 


1. End position adjustments are effortlessly managed with three distinct limit 
switches. 


2. The control panel features a Variable Frequency Converter, enabling 
speed adjustment, self-lock functions, and door operation counters. 


Cronax - India’s Largest Entrance Automation & Loading Bay Equipment Manufacturer 


Modular section inserted at specific intervals as per opening dimensions. 


STIFFENERS 

The shaft assembly extends up to 4 meters, transitioning to a Mild Steel (MS) 
ROLLER SHAFT shaft assembly beyond this height. 
HOOD COVER Constructed from galvanized iron (G.I.) sheet and coated with an off-white 


powder finish. 


The structure features self-supporting aluminum detachable profile 
SIDE GUIDES sections, coated in an off-white powder finish. Additionally, box-type guides 
are available with optional wind hooks to withstand higher wind velocities. 
BOTTOM PROFILE 
Aluminum profile with an off-white powder-coated finish. 


Introducing our European-des tt compact plug-in actuator: equipped 


DRIVE UNIT with built-in safety catch and thermal protection, ensuring safe operation. 
Available in both single phase and three phase options for your 

EMERGENCY convenience. 

OPERATION 


Manual hand crank available. 

OPERATION SWITCH 
Single push button located at motor mounting side. Door interlocking 
between doors optional. 


OPERATIONAL ACCESSORIES: 


Remote Control with receiver | Microwave Radar | Magnetic Loop Detector | 
Pull Cord Switch | Key Switch | Additional Push Button 


SAFETY ACCESSORIES: 


Safety Photocell | Light Grill sensor | Optical wired/wireless safety edge 
ACCESSORIES sensor 


INDICATIVE ACCESSORIES: 
Flashing Light | Flashing light with alarm 
MECHANICAL ACCESSORIES: 


Motor Cover | Fixed Bollards 


CERTIFICATION CE, EN standard complies to EN 13241-1 


Development & Facibtation Office 


CRONAX 


ISO 9001 : 2015, ISO 14001 
: 2015 ISO 45001 : 2018 


HIGH SPEED - FOLD UP DOORS 


TECHNICAL 
SPECIFICATION 


PRODUCT 

WIDTH MIN - MAX 
HEIGHT MIN - MAX 
OPENING DIRECTION 
MOUNTING LOCATION 
WIND RES|STANCE 
OPENING/ CLOSING 
SPEED 


DOOR CURTAIN 


CURTAIN COLOR 


FOLD UP 
ARRANGEMENT 


CONTROL TYPE 
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DESCRIPTION 


HIGH SPEED DOOR - FOLD UP 

2500/12000mm | 
2500/12000mm (Custom. configuration Available) 
VERTICAL 

INSIDE/OUTSIDE 

UPTO 0.4 m/sec 


150 KM/H (HIGHER RESISTANCE ON REQUEST) 


Our PVC fabric is sourced from Europe and is self-extinguishing, meeting 
European standards for safety. It adheres to the (DIN) EN 12641-2 standard, 
ensuring quality and reliability. 


European PVC fabric complies with ENI2641-2 regulations and offers the 
following features: 


1. High tensile and tear strength 

2. Resistance to mold and pests 

3. UV resistance and weatherproofing 

4. Excellent insulation properties 

5. Temperature resistance and easy maintenance 

6. Choose from fabric thickness options of SO0GSM and 1700GSM to suit your 
specific needs. 


Standard color options include RAL 5002 ee) RAL 3002 (Red), RAL 7042 
(Grey), RAL 2004 (Orange), RAL 5012 (Light Blue), and RAL 1021 (Yellow). 
Custom color options are available upon request. 


Segmented PVC curtain is neatly folded up using a lifting belt mechanism. 


Our advanced control system seamlessly integrates all safety and 
operational accessories, ensuring a user-friendly interface. 


1. End position adjustments are effortlessly managed with three distinct limit 
switches. 


2. The control panel features a Variable Frequency Converter, enabling 
speed adjustment, self-lock functions, and door operation counters. 
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Modular section inserted at specific intervals as per opening dimensions. 


STIFFENERS 

The shaft assembly extends up to 4 meters, transitioning to a Mild Steel (MS) 
ROLLER SHAFT shaft assembly beyond this height. 
HOOD COVER Constructed from galvanized iron (G.I.) sheet and coated with an off-white 


powder finish. 


The structure features self-supporting aluminum detachable profile 
SIDE GUIDES sections, coated in an off-white powder finish. Additionally, box-type guides 
are available with optional wind hooks to withstand higher wind velocities. 
BOTTOM PROFILE 
Aluminum profile with an off-white powder-coated finish. 


Introducing our European-des tt compact plug-in actuator: equipped 


DRIVE UNIT with built-in safety catch and thermal protection, ensuring safe operation. 
Available in both single phase and three phase options for your 

EMERGENCY convenience. 

OPERATION 


Manual hand crank available. 

OPERATION SWITCH 
Single push button located at motor mounting side. Door interlocking 
between doors optional. 


OPERATIONAL ACCESSORIES: 


Remote Control with receiver | Microwave Radar | Magnetic Loop Detector | 
Pull Cord Switch | Key Switch | Additional Push Button 


SAFETY ACCESSORIES: 


Safety Photocell | Light Grill sensor | Optical wired/wireless safety edge 
ACCESSORIES sensor 


INDICATIVE ACCESSORIES: 
Flashing Light | Flashing light with alarm 
MECHANICAL ACCESSORIES: 


Motor Cover | Fixed Bollards 


CERTIFICATION CE, EN standard complies to EN 13241-1 


Development & Facibtation Office 
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HIGH SPEED - CLEANROOM DOORS 


TECHNICAL 
SPECIFICATION 


PRODUCT 
WIDTH MIN - MAX 
HEIGHT MIN - MAX 
OPENING DIRECTION 
MOUNTING LOCATION 
WIND LOAD 
PERMEABILITY AIR 
OPENING/'CLOSING 
SPEED 


DOOR CURTAIN 


CURTAIN COLOR 


CONTROL TYPE 


STIFFENERS 
ROLLER SHAFT 
HOOD COVER 


DESCRIPTION 


HIGH SPEED DOOR - CLEAN ROOM 
1000/6000mm 

1000/6000mm (Custom. configuration Available) 
VERTICAL 

INSIDE 

UPTO CLASS 1 (as per ENI2424) 

A30 PA (as per ENI2424) 

0.8 m/sec to 1.5m/sec with VFD 


Our Self-Extinguishing PVC Fabric is sourced from Europe and boasts | 
exceptional safety features. Compliant with the stringent standards of (DIN) 
EN 12641-2, our fabric ensures peace of mind and reliability in your 
applications. 


Standard color options include RAL 5002 (Blue), RAL 3002 (Red), RAL 7042 
(Grey), RAL 2004 (Orange), RAL 5012 (Light Blue), and RAL 1021 (Yellow). 
Custom color options are available upon request. 


Our advanced control system seamlessly integrates all safety and 
operational accessories, ensuring a user-friendly interface. 


1. End position adjustments are effortlessly managed with three distinct limit 
switches. 


2. The control panel features a Variable Frequency Converter, enabling 
speed adjustment, self-lock functions, and door operation counters. 


Modular section inserted at specific intervals as per opening dimensions. 


The shaft assembly extends up to 4 meters, transitioning to a Mild Steel (MS) 
shaft assembly beyond this height. 


Constructed from galvanized iron (G.I.) sheet and coated with an off-white 
powder finish. 
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The structure features self-supporting aluminum detachable profile 
SIDE GUIDES sections, coated in an off-white powder finish. Additionally, box-type guides 
are available with optional wind hooks to withstand higher wind velocities. 
BOTTOM PROFILE 
Aluminum profile with an off-white powder-coated finish. 


Introducing our pf rele gh compact plug-in actuator: equipped 
DRIVE UNIT with built-in safety catch and thermal protection, ensuring safe operation. 
Available in both single phase and three phase options for your 
EMERGENCY convenience. 
OPERATION 


Manual hand crank available. 

OPERATION SWITCH 
Single push button located at motor mounting side. Door interlocking 
between doors optional. 


OPERATIONAL ACCESSORIES: 


Remote Control with receiver | Microwave Radar | Magnetic Loop Detector | 
Pull Cord Switch | Key Switch | Additional Push Button 


SAFETY ACCESSORIES: 


Safety Photocell | Light Grill sensor | Optical wired/wireless safety edge 
ACCESSORIES sensor 


INDICATIVE ACCESSORIES: 
Flashing Light | Flashing light with alarm 
MECHANICAL ACCESSORIES: 


Motor Cover | Fixed Bollards 


CERTIFICATION CE, EN standard complies to EN 13241-1 


Development & Facibtation Office 


CRONAX 


ISO 9001 : 2015, ISO 14001 
: 2015 ISO 45001 : 2018 


Cronax - India’s Largest Entrance Automation & Loading Bay 
Equipment Manufacturer 


AUTOMATIC MOTORISED ROLLING SHUTTERS 


INDUSTRIAL SLIDING DOORS 


Cronax - India’s Largest Entrance Automation & Loading Bay 
Equipment Manufacturer 
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Cronax - India’s Largest Entrance Automation & Loading Bay 
Equipment Manufacturer 
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Cronax - India’s Largest Entrance Automation & Loading Bay 
Equipment Manufacturer 


Mail: INFO@CRONAX.CO.IN 

Phone: +91 9999-806-931 ; 742-831-8777 

Head Office Address: PLOT NO 163, SECTOR 58, 
FARIDABAD, HARAYANA, INDIA, 121004 


FOR MORE INFO SCAN QR CODE 
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